1.0 60 kg CF3I fill procedure version 5 R. Rucinski
9/10/09, expires 9/10/10

1 Purpose

This procedure is used to remove a volume of liquid water from the bubble chamber and
replace it with 29 kg of CF3I .

2 Prerequisites

It is assumed that the system is at room temperature and in the “Compressed”
state valve position.

It is assumed that the hydraulic system has less than 0.4 liter of accumulated air
accomplished by normal purging/”’burping” process. The 0.8” orifice is installed in the

fast recompression line.

The bubble chamber is currently filled with de-gassed, purified water obtained from the
FNAL A0 cleanroom.

3 Introductory notes

The differential pressure across the bubble chamber and quartz jar must be limited to 15
psid in either direction. No objectionable differential pressure will be developed as long
as the stop plate is within its free travel range. The diaphragm tank has a normal weight
range on WT-9 of 53.5 Ibs to 61 Ibs to provide a volume change of 3.3 liters of glycol.

CAUTION: CF3l is an irritant to the eyes and skin. It also can cause cardiac
sensitization at concentrations above 0.4% for exposures exceeding 1 minute. If CF3I is
accidently released into the environment, then calmly close the nearest valve to stop the
release. A two person rule is in effect during active filling steps (valves being
opened/closed, connections being made or un-made, etc.) in this procedure. Confined
space procedures are in effect for entering the empty water tank. Be sure the confined
space blower is turned on supplying fresh air into the bottom of the tank.

4 Procedure

1. Start cooling the glycol and bubble chamber to between 1 C and 5 C using the
chiller and cooling coils. This may take several days.

2. Place the CF3I storage container on a scale capable of 0.5 kg resolution. Wrap a
heat blanket on the container or have some alternate means of adding heat.
Record the starting net weight/mass.

3. Place a clean, high purity, 10 gallon (37.9 liter) Alloy Products Corporation in an
open fluid bath on a scale capable of 0.5 kg resolution. This will be the
intermediate distillation vessel. Connect a chiller to the fluid bath. Record the
starting net weight/mass.
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10.

11.

12.
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Connect a clean Teflon fill transfer line between the CF3I storage container and a
valve on the gas port of the intermediate vessel. A fine particulate filter should be
part of the transfer line. The transfer line also will need a tee to a vacuum pump
for line evacuation.

Pull a vacuum on the transfer line and intermediate vessel. Confirm that the
transfer line and vessel is clean and leak free by achieving an ultimate pressure
equal to the pump ultimate pressure and a rate of rise of less than 100 microns per
hour. Backfill with CF3I gas. Repeat an evacuation and backfill with CF3I at
least 2 more times. The saturated pressure of the CF3I in the storage container at
room temperature is 62.6 psia = 47.9 psig. This will be the gas pressure in the
transfer line and vessel. Leave the valve on the supply cylinder and the
intermediate vessel open.

Record the masses/weights on the scales. Start cooling the intermediate
distillation vessel to 1 C (34 F).

CF3lI should be condensing into the intermediate vessel. Periodically record the
time and masses/weights to determine the transfer rate. See next step if transfer
slows or stops. Apply heat if necessary to the supply cylinder to keep it at room
temperature or slightly above. Maximum temperature allowed is 37 C (100 F).

If CF31 condensation halts then suspect some non-condensable gas blocking the
transfer line. The non-condensable gas will need to be removed in order to
continue. Close the valve on the intermediate container and close the gas supply
cylinder valve. A tee with pumping line to a dry vacuum pump is part of the
transfer line. Evacuate the non-condensable gas. Crack open bubble chamber
valve briefly (do not allow vacuum pressure to go above atmospheric pressure) to
remove any non-condensable gas in the bubble chamber volume. When the
vacuum is near the ultimate achievable, isolate the vacuum pump. Backfill the
transfer line with CF3I from the supply cylinder. Repeat a second time if desired.
Resume operation by opening the valves.

Close the valves when 29.0 kg (63.9 Ibs) has been transferred.
Change the fluid bath temperature for the intermediate vessel to 20 C (68 F).

Connect the Teflon fill transfer line between the intermediate distillation vessel
and the downstream purge port of the Carten valve, MV-81 on bubble chamber.

Pull a vacuum on the transfer line. Confirm that the transfer line is clean and leak
free by achieving an ultimate pressure equal to the pump ultimate pressure and a
rate of rise of less than 100 microns per hour. Backfill with CF3I gas. Repeat an
evacuation and backfill with CF3I at least 3 more times. The saturated pressure
of the CF3l in the storage container at room temperature is 62.6 psia = 47.9 psig.
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This will be the gas pressure in the transfer line. Leave the valve on the supply
bottle open.

13. Connect a valve and %4” tube to CF31 bubble chamber side purge port, MV-83.
This will be used to extract the water from the bubble chamber. Place the end of
the tube into a carboy capable of holding 4 liters of water. Know the tare weight
or exact volume of the carboy. The mass or volume of water extracted will need
to be determined.

14. The system should still be in the “compressed” state. At 200 psig, the pump
position set point should be 1.6”. Adjust the pressure in the hydraulic system to
35 to 40 psig (49.5 psia to 54.5 psia) by adjusting PRV-10 to pressurize the air
tank to roughly 10 psig on PIT-7. Set the pump position set point at ZT-6 = 0.2”.
When the set point, ZT-6 = 0.2” is achieved, stop the pump.

15. Turn on the video cameras and LED lighting grid to enable “live” viewing of the
quartz jar. Confirm that the air cooling blower for the camera enclosure is on. A
little pink streamer should be blowing indicating exhaust air flow.

16. Open valve MV-83 to purge out water until the bellows position, ZT4 decreases
from +0.625” to -1.375”. Close MV-83. The change in bubble chamber volume
is 2.0 liters per inch of travel, ZT4. Therefore the volume of water removed
should be 4 liters. The glycol system volume change is 0.20 liters per inch of
glycol piston travel. So the glycol piston, ZT6 will need to move 8” for this much
volume change.

17. Record the starting mass/weight of the intermediate vessel in the fluid bath.

18. Open the transfer line/Carten downstream purge port valve, MV-81 to allow CF3I
to flow into the bubble chamber. The CF3I pressure (48 psig) is greater than the
glycol pressure (40 psig) so the bubble chamber will expand. The glycol piston
ZT6 will travel to 0.0”. When the piston bottoms out at 0.0”, the glycol pressure
will equalize to the CF3I pressure inside the bubble chamber, 48 psig. The stop
plate will move up as gas flows into the bubble chamber. The ZT4 position will
increase. When ZT-4 reaches approximately +0.5”, close or throttle the main
Carten valve, MV-81 or the valve at the intermediate vessel to try to keep ZT-4 in
the range 0f 0.0” to 1.0”.

19. CF3l should be condensing into the bubble chamber and collecting under the
water at the bottom of the quartz jar. 1f the CF3I appears to be in the form of
snow or ice, then increase the glycol temperature. (See what-if) The saturation
pressure of the CF3l at 1 C is 34.1 psia = 19.5 psig. The quartz jar has an inside
diameter of 29.2 cm. The CF3I level will be 5.0 cm up from the bottom when 1
liter (2 kg) of CF3I accumulates. The CF3I level will be 6.2 cm up from the
bottom when 1.5 liters (3.0 kg) of CF3I accumulates.
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20. If CF3I condensation halts, suspect some non-condensable gas blocking the
transfer line. The non-condensable gas will need to be removed in order to
continue. Close MV-81 (isolating the bubble chamber) and close the intermediate
vessel valve. Evacuate the non-condensable gas. Isolate the vacuum pump.
Backfill the transfer line with CF3I from the supply cylinder. Repeat a second
time if desired. Crack open the water withdrawal valve, MV-83 to remove any
non-condensable gas in the bubble chamber volume. Close MV-83 when water
starts to be withdrawn. Resume operation.

21. When nearly 4 liters of CF31 accumulates, the valve on the transfer line (either
MV-81 or valve at supply cylinder) will need to be closed completely to keep ZT-
4 from exceeding the desired range. When this occurs, proceed to the next step.

22. Close the valve, MV-81. The glycol pressure may reduce from 48 psig to 40 psig
as any remaining gas in the bubble chamber condenses and the glycol piston will
come off of its 0.0” ZT6 position.

23. Open valve MV-83 to purge out water until the bellows position, ZT4 decreases
by about 2” to -1. 5”. Close MV-83. The change in bubble chamber volume is
2.0 liters per inch of travel, ZT4. Therefore the volume of water removed should
be 4 liters. The glycol system volume change is 0.20 liters per inch of glycol
piston travel. So the glycol piston, ZT6 will need to move 8” for this much
volume change.

24. Repeat steps 7, 8, 9, and 10 until 13.2 liters (13.2 kg) of water has been removed
from the system and 29 kg of CF3I has been transferred into the bubble chamber.
Try to adjust system volumes (while trying to remove the right amount of water)
so that after the filling is completed, ZT-4 position is -0.92” (assuming the system
temperature is 1 Celsius).

25. Close the valve, MV-81.

26. Close the valve on the intermediate vessel.

27. Vent the transfer line via the downstream purge port of the Carten valve. Do not
vent the CF3I directly at personnel or breathe it. It is an irritant.

28. Remove the transfer line and other equipment.

29. Increase the air tank pressure from about 10 psig to 55 psig to give a glycol
pressure of approximately 200 psig.

30. Change the pump set point to 2.0”. (SP is somewhat arbitrary) Activate the pump
in automatic by pushing the “start” pump button on the CMore screen.
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Warming to operating temperature

1.

2.

Change the temperature set point for the chiller to 20 C.

Confirm that the glycol pump is in automatic so that it will move glycol into the
diaphragm tank as the bubble chamber volume expands and displaces glycol.

The liquid volume of the CF31 will expand from 13.15 to 13.73 liters during the 1
C to 20 C temperature change. The stop plate will move from -0.92” to -0.20”.

Operating at 20 C

1.

2.

The volume change of the 29 kg of CF31 from the 200 psig compressed state to 5
psig superheated state is 0.12 liters at 20 C. This is a stop plate motion 0.06” and
a glycol piston motion of 0.5”. Total glycol piston travel will likely be about
2.0”. This is a summation of the 0.5” to compress the CF3I and about 1.5” to
compress dissolved air in the glycol system.

The bubble chamber is ready for automatic or manual de-compression and fast re-
compression cycles.

Operating at 40 C

1.

The volume change of the 29 kg of CF3I from the 200 psig compressed state to 5
psig superheated state is 0.12 liters at 40 C. This is a stop plate motion 0.09” and
a glycol piston motion of 0.65”. Total glycol piston travel will likely be about
2.1”. This is a summation of the 0.65 to compress the CF31I and about 1.5 to
compress dissolved air in the glycol system.

The bubble chamber is ready for automatic or manual de-compression and fast re-
compression cycles.
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1.0 60 kg CF3I fill procedure

D APC WPS 2
SHELL SEAM, REF.

1/4"—18NPT
HALF COUP. TOP VIEW
7.25 REF.

SUMP LOCATION

1/4"=18NPT OUTLET

mu '8"0D DIP TUBE)
8"—18NPT HALF COUP.

WELDED IN HEAD.)

1/4"~18NPT

HALF COUP.

NOTES:

1. CONSTRUCTION COMPLIES WITH LATEST REVISION
OF THE BUREAU OF EXPLOSIVES (TARIFF NO.  ©O9
BOE-6000) AND A.S.M.E. "UM” 2001 CODE & 2003 ADDENDA.
2. ALL WELDS TO BE GTAW (OR) AND GMAW.
3. MAXIMUM WORKING PRESSURE: 155 P.S.LG. ® 100°F.
4. HYDROSTATIC TEST: 202 P.S..C.®

* 5. AR TEST: 15 P.S..G.

6. FINISH:INSIDE & OUTSIDE, WHITE PICKLE. ®

WELDS ARE AS WELDED.

7. DROP, LEAKPROOF, STACKING, VIBRATION AND
2"-11 1/2NPSM g,

HYDROSTATIC TESTS REQUIRED.

DROPTEST: FOR DESIGN QUALIFICATION TESTING, DROP 3

TEM DWG./PART NO. MATERIAL Qi
o[(1)]C207-3265-00 |TOP HEAD #14GA(.075)  sa-240 s1e1] 1
©((2)[B013-0151—14 |SHELL #14GA(.075) SA-240 316L| 1
©|(3)[c012-0478-00 [BOTTOM HEAD #14GA(.075)s-240 s11] 1
©|(4)|A206-1753-00 [DIP TUBE ASSEMBLY S0 3161 1

©0((5)B506-0039—01 |CLOSURE LID ASSEMBLY sa—47s stel| 1
©[(6)[c231-0071-00 |RING CHIME a47s 308 | 1
©|(7)|A015-2314-00 |NAMEPLATE SA-240 304| 1

(8)|B015-0594—00 |UN. TAG — 1.2 SG. SA-240 304 | 1

FOR PERIODIC TESTING, DROP 1.
®9. THE VESSEL WAS TESTED USING (4) 1/4" PIPE PLUGS AND

ONE APC STANDARD CLOSURE LID ASSEMBLY B506-0039—00.
@10. STAMP CRN # ON NAMEPLATE (ITEM 7).
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MATERIAL NOTES:
MATERIAL TO BE TYPE 304/316L STAINLESS STEEL.
SHEET/PLATE STOCK PER A.S.M.E. SPEC. SA—240. NOTICE DN TS A% NOSSTORMY [ ONE RN [ 9" | B TANK MBLY|
BAR STOCK PER AS.M.E. SPEC. SA—479. M”_w ©@| THIS DRAWING AND THE DATA [SSEE SR oG |8-31-2004 10 Gaon ok
WROUGHT/FORGED STOCK PER A.S.M.E. SPEC. SA—182. 51| SHOWN ARE PROPRIETARY 2 XS 2000 [P | Aivo SOE
WELDED OR SEAMLESS PIPE PER ASM.E. SPEC. SA—312. @ m INFORMATION AND SHALL NOT ek i | RW 1/5 _ |ASME. UN. 316l
TUBING PER A.S.M.E. SPEC. SA—-249. Y 5 w_m.. nmm%«ﬁﬁ_%s %ﬂ%ﬁ? ALLOY PRODUCTS CORP | o ™ REV.
ALUMINUM BAR STOCK PER AS.M.E. SPEC. SB-211. & UCTS . WAUKESHA, Wisconsy | C533—0139—00 | 1

Alloy Products Corporation 10 gallon intermediate vessel.

What — If Analysis

1. What if something unexpected happens, can we safely stop the transfer? We can

stop during the pump and backfill steps. We can stop during the expelling of
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water with no adverse problems. We can stop the CF3I transfer at any point. The
gas that remains to be liquefied will eventually liquefy and the expansion chamber
will compress to a position within the working range.

2. What if we accidently let the stop plate bottom out when we are withdrawing
water? If the stop plate bottoms out, then an external differential pressure of 40
psid will develop across the expansion chamber and jar. That would exceed the
bellows design pressure rating of 33 psid. Hyspan, the bellows manufacturer
states that no permanent deformation will occur for up to 1.5 times the design
pressure rating or 49.5 psid. Therefore while bad, no permanent damage should
occur to the bellows. The quartz jar has a compressive strength exceeding 190
psid, so no damage will occur to the quartz jar.

3. What if we accidently let the stop plate hit the shoulder bolts at ZT-4 =+1.125"?
This could occur during the CF3I transfer. An internal differential pressure of
about 8 psid could develop across the bubble chamber wall. This differential is
well within the working pressure design of the bubble chamber and no problem is
forseen.

4. What if CF3I condensation halts and we suspect we have some non-condensable
gas blocking the transfer line? The non-condensable gas will need to be removed
in order to continue. We Close MV-81 (isolating the bubble chamber) and close
the gas supply cylinder valve. A tee with pumping line to a dry vacuum pump
will need to be part of the transfer line. Evacuate the non-condensable gas.
Isolate the vacuum pump. Backfill the transfer line with CF31 from the supply
cylinder. Crack open the water withdrawal valve, MV-83 to remove any non-
condensable gas in the bubble chamber volume. Close MV-83 when water starts
to be withdrawn. Resume operation.

5. What if we see snow or ice CF3l, do we just warm up the glycol. Do we stop?
We cannot change the pressure of the transfer because the CF3I supply cylinder is
at saturated conditions at room temperature. So the only thing we can do is warm
the temperature of the glycol. We do not need to stop. As a suggested starting
point, raise the chiller temperature to 5 C.

6. What if the temperature of the glycol gets too cold and the water freezes? If the
water starts to freeze, then the CF3I will no longer be able to condense. The
water could expand causing physical damage to the bellows. The chiller set point
should never be lower than 1 C. The heat load from the coolant piping and vessel
surfaces will guarantee that the water will be greater than the chiller set point and
therefore will not freeze.
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CF3I Phase diagram
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References:

Intermediate Alloy Products vessel engineering note: http://www-
esh.fnal.gov:8001/PV_Eng_Notes/PPD10104.pdf

Process flow diagram, FNAL drawing, 9219.000-ME-444682 revision J.

ODH & CF3I Safety Analysis for E-91, COUPP - 60 kg. Mechanical department
engineering note MD-ENG-198. Document database document number Projects-doc-
659-v2. http://projects-docdb.fnal.gov:8080/cgi-
bin/RetrieveFile?docid=659&version=2&filename=CF31%20Release%20Safety%20Ana

lysis.pdf
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